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BOROCOATTM

BORON NITRIDE COATING
FOR  HIGH  TEMPERATURE  APPLICATIONS

BOROCOATTM is a registered trademark of 
National Nitride Technologies Co., Ltd.

BNHP
BN Content : 25%
Solid Content : 30%
Binder : inorganic binder
Liquid Base : DI water
Total Metals(Pb, As, Hg) : <10 ppm
Solid Particle Size : 4~6 um
Operation Temperature : Oxidizing 980°C / Inert 1350°C
Coverage : 10 ~ 20 m² / gallon
General purpose coating contents of 25% Boron Nitride.
High viscosity that usually requires dilution with water to
the mechanical stirrer.
Application : High temperature lubricant, non-wetting surface coating,
anti-corrosion protection coating, resistant to molten metal corrosion. 

Easy apply     Chemically inert     High temperature stability
                          Non-sticking                Corrosion resistance
BNSAA                                                       Excellent adhesion 
BN Content : 10%
Solid Content : 13.5%
Binder : inorganic binder
Liquid Base : DI water
Total Metals(Pb, As, Hg) : <10 ppm
Solid Particle Size : 4~6 um
Operation Temperature : Oxidizing 980°C / Inert 1350°C
Coverage : 15 ~ 25 m² / gallon
BNSAA have a very good e�ective, non-porous, excellent adhesion,
excellent protection, non-wetting and release properties.
BNSAA is a ready to use formulation where no dilution is required.
Application : Graphite surface protection coating for anti-oxdization,
Glass processing for high temperature release and lubricant,
Metal forming, Aluminum extrusion, All kinds of metal hot pressing,
forging, and die-casting.


